
Sterling’s Model M2B-6010-D provides accurate,
automatic and dependable control in temperature
ranges from 100ºF to 400ºF with synthetic fluid.
Our special compact, space saving cabinet is
perfect for tight spaces and out-of-the-way
installations.

The Compact High Temperature Heat Transfer
System is ideally suited for Extruders, Blow-Molders,
and Injection Molders working with engineering
grade materials.

FULL SIZE PERFORMANCE IN A
SMALL COMPACT DESIGN

Features
•Pressure switch interlock for heater
•Safety thermostat
•Auto pressure-actuated bypass valve
•Heavy-duty positive-displacement pump
•All controls and connectors are ideally located 

for convenient hookup

Options
•Manual bypass
•Y-strainer
•Pump reverse
•Alternate voltages
•Lexan® cover
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6010 SERIES
Compact High Temperature

Heat Transfer System
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Specifications
•Heater: 6kW
•Pump Rating: 6 gpm @ 50 psi
•Electrical: NEMA 1
•1.5 Sq. Ft. Heat Exchanger
•FLA = 9 amps @ 460V/3/60
•Dimensions: 13 1/2" W x 31" L x 26" H
•Shipping Weight: 265 lbs.

















It’s a genuine Sterling...built for the long run with
everything you could ask for in a High Temperature
Control System: precise, automatic temperature
control, built-in reliability and easy operation.
Designed for temperatures up to 550ºF, the 2016U
Series High Temperature units include operator-
friendly features such as single-pass tank design
and an easy-to-use controller for simple, precise
operation. 

You get the performance you need and the reliability
you expect from Sterling—the leading choice in
temperature control.

COMBINE PRECISE, AUTOMATIC
TEMPERATURE CONTROL WITH
EASY OPERATION 

Features
•550ºF temperature
•Heaters from 12-48 KW
•Flows from 18-50 GPM at 30-50 PSI
•NEMA 12 electrical
•Positive displacement mechanical seal pump
•Front-mounted fluid sight gauge
•Simplified piping design
•Advanced M2B+ controller
•Rotary through-the-door disconnect switch
•Low level alarm
•Manual bypass
•Fill port
•User-friendly controls with pump start, stop and 

reverse buttons, mode selection switch and 
audible alarm

•Single-pass heater tank
•17-gallon expansion/reservoir capacity
•Shrouded sight glass
•Reservoir drain pipe
•Check valves to water supply and drain lines
•Vent outlet
•Removable top, side and rear access panels
• Industrial grade casters
•Forklift rails
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2016U SERIES
High Temperature Heat

Transfer System
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Options
•Drop-in heat exchanger with replaceable bundles

(from 3.9 to 27 sq. ft.)
•Remote control enclosure
•Reservoir low level shutdown
•Pulsed cooling




