
Sterling’s Model M2B-6010-D provides accurate,
automatic and dependable control in temperature
ranges from 100ºF to 400ºF with synthetic fluid.
Our special compact, space saving cabinet is
perfect for tight spaces and out-of-the-way
installations.

The Compact High Temperature Heat Transfer
System is ideally suited for Extruders, Blow-Molders,
and Injection Molders working with engineering
grade materials.

FULL SIZE PERFORMANCE IN A
SMALL COMPACT DESIGN

Features
•Pressure switch interlock for heater
•Safety thermostat
•Auto pressure-actuated bypass valve
•Heavy-duty positive-displacement pump
•All controls and connectors are ideally located 

for convenient hookup

Options
•Manual bypass
•Y-strainer
•Pump reverse
•Alternate voltages
•Lexan® cover

www.sterlco.com

6010 SERIES
Compact High Temperature

Heat Transfer System

©2005 Sterling, Inc. Bulletin SC1-125.1A Specifications, appearances and dimensions are subject to change without notice.

Specifications
•Heater: 6kW
•Pump Rating: 6 gpm @ 50 psi
•Electrical: NEMA 1
•1.5 Sq. Ft. Heat Exchanger
•FLA = 9 amps @ 460V/3/60
•Dimensions: 13 1/2" W x 31" L x 26" H
•Shipping Weight: 265 lbs.
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6010 SERIES
Compact High Temperature

Heat Transfer System

M2B+ Controller
•PID Control for both heating and cooling
•Built-in Ramp/Soak feature
•Setpoint, To Process, From Process, and DT displays
•Autovent sequence (adjustable from 1 to 10 

minutes)
• ºF or ºC programmable
•2 line by 20 character LCD to display status 

information and alarms


