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With the Sterling Maverick™, your size reduction
problems have been dramatically reduced. Its
revolutionary design reduces both cleanout time
and knife adjusting time. There’s less effort
needed to empty the regrind bin. And you have
a choice of reduced rotor speeds for uniform,
quality regrind. Best of all, it’s designed to
increase productivity with unmatched cutting
chamber access, increased flexibility, and a lot
more strength for added performance. Maverick™
offers you...The remarkable new Maverick™
Granulator. It’s new thinking in size reduction.

RELAX. THE DAILY GRIND
JUST GOT EASIER

Options

•Staggered rotor with four	edged knives
•Three	 and five	blade solid rotors
•360º vacuum takeoff
•High level bin indicator
•Alternate rotor speeds
•Ammeter
•Conveyor, robot, long	part in	feed chutes
•Hard	faced welding of cutting chamber for

wear resistance
•Alternate voltages: 208, 380, 415, 575

Features

•Side hopper access door (optional)
•Most access for easy cleanout and maintenance
•Rear vacuum takeoff
•Side start/stop buttons
•New, lightweight static	reducing bin
•Easy	access drop	down electrical panel
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Dual start/stop buttons

Easy	access electrics
at front of machine

One	piece sheave guard
for easy removal and
access of belts

Choice of reduced
rotor speeds for most
uniform, quality regrind

Mounted ratcheting
tool to open cutting
chamber easily

Bulk	filled base for
sound dampening
and added stability

SoundSorber™ double
walled hopper construction
for noise suppression

Side hopper access
door for unmatched
cleanout capability
(Optional)

Three	blade O/S
(Open/Solid) rotor for
added durability,
inertia and airflow

Rear discharge vacuum
takeoff spout positioned
at the back of machine

Wide open cutting chamber
extends 30% wider for
easier, faster cleanout

Bed knife adjustable
from front of machine
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Side hopper access door for
unmatched cleanout capability

(Optional)

Exclusive wide open cutting
chamber opens 30% wider for

easier, faster cleanout

EEaassyy		TToo		UUssee DDeessiiggnn FFoorr IInnccrreeaasseedd PPrroodduuccttiivviittyy
The revolutionary new Maverick™ granulator is designed
with easy access to all major components. With its Wide
pen cutting chamber, side hopper access door, easy
adjustment of bed knives, and easy	access electrics, this
new granulator is simply the easiest to maintain and
service! The choice of reduced rotor speeds provides
uniform, quality regrind to insure productivity.

FFeeaattuurreess TToo MMeeeett YYoouurr EExxaacctt NNeeeeddss
Maverick™ is the ultimate in flexibility. Its modular hopper
design allows choice of manual feed, robot/conveyor
feed or long	part chute feed. And if your process changes,
the hopper’s flexible design allows you to add chutes as
you choose. 

Rear vacuum takeoff

BBuuiilltt TToouugghh FFoorr aa LLoonngg LLiiffee OOff HHaarrdd LLaabboorr
Maverick™ is designed to last, with features like an
innovative O/S (Open/Solid) rotor which delivers greater 
inertia while maintaining airflow. And thicker cutting
chamber material improves durability and reliability.
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Maverick MVP810 MVP814 MVP818 MVP1012 MVP1016

Cutting Chamber Size 8" x 10" 8" x 14" 8" x 18" 10" x 12" 10" x 16" 

Cutting Circle (in) 8.39" 8.39" 8.39" 10.5" 10.5"

Rotor/bed knives 3/2 3/2 3/2 3/2 3/2

Horsepower available 5, 7.5 5, 7.5 5, 7.5 7.5, 10, 15 7.5, 10, 15 

Rotor RPM available 250, 410, 590 250, 410, 590 250, 410, 590 
150*, 250, 
410, 590 

150*, 250, 
410, 590 

Gear and chain drive 
(All 125 rpm) 1 hp, 3 hp 1 hp, 3 hp 1 hp, 3 hp 

3 hp, 5 hp,
7.5 hp 

3 hp, 5 hp,
7.5 hp 

Approx. throughput
(lbs/hr) at 410 rpm 123 172 221 257 340 

Flywheel weight (lbs) 70 lbs 70 lbs 70 lbs 70 lbs 70 lbs 

Screen area (sq. in) 39" 55" 70" 65" 87" 

Bin capacity (sq. ft)
manual vacuum

1.2
.60 

1.4
.73 

1.9
.99 

1.4
.73 

1.9
.99 

Avg. weight of
machine (lbs) 810 950 1,100 1,120 1,300 

Dimensions (In)

Width 8" x 10" 8" x 14" 8" x 18" 10" x 12" 10" x 16" 
Depth 8.39" 8.39" 8.39" 10.5" 10.5"
Height 3/2 3/2 3/2 3/2 3/2

Machine Open
Height 5, 7.5 5, 7.5 5, 7.5 7.5, 10, 15 7.5, 10, 15 

Machine Open Depth 250, 410, 590 250, 410, 590 250, 410, 590 410, 590 410, 590 

Machine open w/o
chutes 1 hp, 3 hp 1 hp, 3 hp 1 hp, 3 hp 7.5 hp 7.5 hp 

Manual infeed 123 172 221 257 340 
Robot/conveyor

infeed 70 lbs 70 lbs 70 lbs 70 lbs 70 lbs 

Long part/
robot infeed 39" 55" 70" 65" 87" 

Floor mounted fan
hole height from floor

(centerline)

1.2
.60 

1.4
.73 

1.9
.99 

1.4
.73 

1.9
.99 

*150 rpm available on 7.5 hp motor only; for other horsepower consult factory.

www.sterlco.com


