Temperature Control | Process Cooling | Material Handling | Size Reduction

Series

Drying Hoppers

Technical Specifications

Sterling brings a century of experience to

provide premium value and quality. The ADW Series
Desiccant Bed Dryer leverages the Sterling legacy
and expertise to provide a system that is suited for
most drying applications including extrusion, injection
1 molding, and blow molding.

it | ; AH Series Drying Hoppers have stainless steel interiors,
and these hoppers are built to handle the toughest
applications. The hoppers feature a unique mass-flow
design and full insulation. For convenience, they come
with a slide gate material shut-off valve, large access
doors, and quick-release clamps, making them easy to
clean. The AH Series drying hoppers can be mounted in
various configurations, including on a stand or directly
on a machine.

Features |

Standard Features
e Stainless steel ion product contact surfaces
e Special diffusion cone which ensures uniform air flow
o Uniform distribution of the heat through the material
e No material dead zone
e Energy efficient insulation from 2 to 4 in. (60 to 100 mm)

e Quick access door for cleaning operation
(not available on smaller models)

¢ Aluminum outer skin
o Sightglass for inspection
e Lockable hinged lid (in open position)
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DRYING HOPPERS

Specfications
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DRYING HOPPERS

Specfications

AH 6

AH 15

AH 30

AH 50

AH 75

AH 100
AH 150
AH 200
AH 300
AH 400
AH 600
AH 800
AH 1200
AH 1500
AH 2000
AH 2500
AH 3000
AH 3500
AH 4000
AH 4500
AH 5000
AH 5500
AH 6000
AH 7000
AH 8000
AH 9000
AH 10000
AH 12000
AH 15000

Capacity
L

6
15
30
50
75
100
150
200
300
400
600
800
1200
1500
2000
2500
3000
3500
4000
4500
5000
5500
6000
7000
8000
9000
10000
12000
15000

IE
Thickness
in. (mm)
2.36 (60)
2.36 (60)
2.36 (60)
2.36 (60)
2.36 (60)
2.36 (60)
2.36 (60)
2.36 (60)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)
3.93 (100)

Weight
Ibs (kg)

26 (12)
39 (18)
48 (22)
55 (25)
99 (45)
110 (50)
165 (75)
198 (90)
342 (155)
375 (170)
419 (190)
463 (210)
551 (250)
617 (280)
882 (400)
1102 (500)
1323 (600)
1653 (750)
2094 (950)
2645 (1200)
3086 (1400)
3527 (1600)
3968 (1800)
4409 (2000)
4630 (2100)
5070 (2300)
5511 (2500)
6614 (3000)
7275 (3300)
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DRYING HOPPERS

Specfications

AH 6 311 524 125 4x09 150 280  4xMe
AH 15 327 627 38 125 4x@9 150 50 - - - - 280  4xMe
AH 30 437 681 50 165 4x@9 200 60 - - § § 280 4xMe
AH 50 437 956 50 165 4x@9 200 60 - - - - 280  4xMo
AH 75 596 986 50 210 4x@9 235 76 - - - - 280 4xMo6
AH 100 56 1206 50 210 4x@09 235 76 - - - - 280 4xMeo
AH 150 597 1316 50 210 4x@09 235 76 - - § § 280 4xMeé
AH 200 597 1625 50 210 4x@13 235 76 - - - - 280  8xMo6
AH 300 832 1735 89 350 4x013 380 125 - - § - 280 8xM6
AH 400 832 1985 89 350 4x@13 380 125 - - - - 280 8xMeé
AH 600 992 2053 89 350 4x@13 380 125 - - § § 280 8xMeé

AH 800 992 2453 89 350 16xM10 380 125 142 70 170 200 280 8xM6
AH 1200 1060 3123 125 250 16xM10 400 129 142 70 170 200 280 8xMeé
AH 1500 1060 3323 125 250 16xM10 400 129 142 70 170 200 280 8xM6
AH2000 1240 3295 150 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 2500 1240 3795 150 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH 3000 1450 3910 200 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH 3500 1450 4310 200 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 4000 1550 3922 200 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 4500 1550 4172 200 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH5000 1700 4032 200 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH 5500 1700 4282 200 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 6000 1850 4140 200 250 16xM10 400 129 142 70 170 200 280 8xM6
AH7000 1850 4540 200 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH 8000 2000 5010 200 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH9000 2000 4950 250 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 10000 2000 5546 250 250 16xM10 400 129 142 70 170 200 280 8xM6
AH 12000 2000 5670 300 250 16xM10 400 129 142 70 170 200 280 8xM6é
AH 15000 2000 6170 300 250 16xM10 400 129 142 70 170 200 280 8xMeé
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DRYING HOPPERS

Specfications

AH 6 12.2 20.6 4x09 4xMé6
AH 15 12.8 24.6 1.5 4.9 4x09 5.9 1.9 - - - - 3.1 4xMé6
AH 30 17.2 268 19 65 4x09 7.8 23 - - § § 3.1  4xMeé
AH 50 17.2 376 19 65 4x09 7.8 23 - - - - 3.1  4xMe6
AH 75 203 388 19 82 4x@9 92 30 - - - - 3.1  4xMe
AH 100 203 474 19 82 4x@9 9.2 3.0 - - - - 3.1 4xMe
AH 150 235 518 19 82 4x@9 92 30 - - § § 3.1  4xMeé
AH 200 235 639 19 82 4013 9.2 3.0 - - - - 3.1 8xMe6
AH 300 327 683 3.5 13.7 4x@013 149 4.9 - - - - 3.1 8xMe
AH 400 327 781 3.5 13.7 4x@013 149 4.9 - - - - 3.1 8xMe
AH 600 39.0 80.8 3.5 13.7 4x@013 149 4.9 - - § § 3.1 8xMeé

AH 800 39.0 9.5 35 13.7 16xM10 149 49 56 27 67 78 3.1 8xMé6
AH 1200 41.7 1229 49 9.8 16xM10 157 5.0 56 2.7 67 78 3.1 8xMé6
AH 1500 417 130.8 49 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH2000 488 129.7 59 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH 2500 48.8 1494 59 9.8 16xM10 15.7 5.0 56 2.7 67 783 3.1 8xMé
AH3000 57.0 1539 78 9.8 16xM10 15.7 5.0 56 2.7 67 78 3.1 8xMé6
AH3500 57.0 1696 7.8 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH4000 610 1544 7.8 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH4500 61.0 1642 78 9.8 16xM10 157 5.0 56 2.7 67 783 3.1 8xMé
AH5000 66.9 158.7 7.8 9.8 16xM10 15.7 5.0 56 2.7 67 7.8 3.1 8xMé6
AH5500 66.9 168.5 7.8 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH6000 728 1629 7.8 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH7000 728 178.7 7.8 9.8 16xM10 15.7 5.0 56 2.7 67 783 3.1 8xMé6
AH 8000 78.7 197.2 7.8 9.8 16xM10 15.7 5.0 56 2.7 67 78 3.1 8xMé
AH9000 78.7 194.8 98 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH 10000 78.7 2183 9.8 9.8 16xM10 157 5.0 56 2.7 67 7.8 3.1 8xM6
AH 12000 78.7 2232 11.8 9.8 16xM10 15.7 5.0 56 2.7 67 783 3.1 8xMé6
AH 15000 78.7 2429 118 9.8 16xM10 15.7 5.0 56 2.7 67 78 3.1 8xMé
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DRYING HOPPERS

Specfications

Hopper H Type L3
Size (L) yp in. (mm in. (mm in. (mm) | in. (mm in. (mm in. (mm

972 1200 H2 51.5 51.5 - 83.2 152.8 196.1 41.5 97.7 98.5
(1310)  (1310) (2115)  (3881)  (4981)  (1054)  (2481)  (2501)

973 1200 H2 46.4 51.5 53.5 - 152.8 196.1 4.5 - -
(1180)  (1310)  (1360) (3881)  (4981)  (1054)

1144 1500 H2 51.5 51.5 - 83.2 152.8 196.1 33.5 97.7 98.5
(1310)  (1310) (2115)  (3881)  (4981) (850) (2481)  (2501)

1162 1500 H2 46.4 51.5 53.5 - 152.8 196.1 33.5 - -
(1180)  (1310)  (1360) (3881)  (4981) (850)

1146 2000 H3 58.7 58.7 - 90.4 171.5 220.8 53.3 136.2 84.5
(1492)  (1492) (2297)  (4508)  (5608)  (1355)  (3460)  (2148)

609 2000 H3 53.6 58.7 60.7 - 171.5 220.8 53.3 - -
(1362)  (1492)  (1542) (4508)  (5608)  (1355)

1151 2500 H3 58.7 58.7 - 90.4 171.5 220.8 33.5 136.2 84.5
(1492)  (1492) (2297)  (4508)  (5608) (850) (3460)  (2148)

1145 2500 H3 53.6 58.7 60.7 - 171.5 220.8 33.5 - -
(1362)  (1492)  (1542) (4508)  (5608) (850)
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DRYING HOPPERS

Specfications |

A
e oy E

AH200 (ADW & ADP) 20.8 (530) 28.0 (709)
AH300 - AH400 (ADW) 21.4 (543) 30.1 (765)
AH300 - AH400 (ADP) 16.5 (420) 25.6 (650)

AH600 - AH800 (ADP) 15.7 (398) 24.4 (620) —
AH1200 - AH1500 (ADP) 19.0 (481) 28.4 (722) d
Reference other pages for hopper dimensions. Nl (]
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